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BBQE9OX

Familia

Fonte de alimentacgdo
Dimensoées

Tipo de encastre
Dimensdes do nicho

Design

Design

Cor

Acabamentos
Material

Internal material

Logo position

Type of logo

Posicdo dos comandos
N° de comandos

Especiais
Elétrico

90 cm

De suporte

811-816 x 505-510 mm

Comandos retroiluminados

Backlighted knobs color

Puxador

Especificacdes técnicas

Numero total de zonas de cocgdo 2

Direito - Grelha - 1.5 kW

Esquerdo - Teppan yaki - 1.5 kW

Total cooking area

Number of power levels

Cooking grills material

Analog thermometer
Keep-warming rack

Ligacdo elétrica

2230 cm?
10

Cast iron with porcelain
enamel

Sim
Sim

Universal
Aco inox
Escovado
AlISI316
AlSI 304
Control panel
Silk screen
Lateral

2

Sim

Red
Classica

Keep-warming area

538,20 cm?
Tilting heating elements Sim
Removable lid

Heat Master system
Ingress Protection code

Sim
Sim
IPX4
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Ficha elétrica (F;E) Schuko
Poténcia elétrica 3000 W
nominal

Corrente (Amperes) 13 A
Tensdo (Volts) 220-240V

Cabo elétrico Instalado, monofdsico

Comprimento do cabo 142 cm
eléctrico

Frequéncia (Hz) 50/60 Hz
Bloco de terminais 6 poles
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Benefit (TT)

Flexibility

Truly personalized grilling experience, thanks to customizable grill setup to meet every need

Full Electric Power

Fast and easy grilling thanks to full electric power offering quick heat-up times and simple plug-and-play operation
Grills with shaped underside

More safety and less smoke and flames, thanks to grills that hide the heating element underneath

Easy cleaning

Easy cleaning thanks to an AISI 304 stainless steel basin with welded edges for liquid sealing and removable
components
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