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CVI138RS3

Aile

Kurulum
Ankastre nisg

Buz ¢c6zme
Sogutma tipi
Mentese tipi
Mentese pozisyonu

Sarap mahzeni bélmesi 6zellikleri

AT7,

T

Sabit raf sayisi

Cikarilabilir raf sayisi

Raf malzemesi

Sarap sogutucu

Ankastre
82-87 cm
Otomatik
Fan destekli
Standart
Sag

Teleskopik kilavuz raylar Gzerinde cikarilabilir

raflar
ic i1sik tara
Hava filtresi

Programlar / Fonksiyonlar

(9 LED
CESPLAY
Kontrol ayari

Kumandalar
Ekran

Fonksiyonlar ekrani

Lambayi ag

Teknik ozellikler

Sicakhgi ayarlanabilir

alanlar

Bagimsiz sogutma
sistemleri

Kapi camlarinin sayisi

Dokunmatik kumanda
ic, kiler béimesinde
LED

Sicaklik alarmi, Sicaklik
dederi

Evet

arsmeg

2

3
Ahsap
Evet

Led
Aktif karbon filtre

Kontrol kilidi Evet
Aydinlatma ACIK Azami siirede
Fan ACIK Evet
Sicakhik Alarmi Evet
Kapisi acik alarmi Evet

Kompresor tipi Dusuk titresimli kompresoér

Sogutucu gaz tipi R600a
Sogutucu Akiskan 20 g
Miktar (gr)
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Sicaklik arahg 5-20 °C
Sicaklik kontrola tipi Elektronik
Anti-UV kapi cami Evet
Entegre isitma elemani  Evet
Kompresor sayisi 1

Foam agent

Buzdolabinin
arkasindaki metal panel

Ayarlanabilir ayak
Kapi agma tipi

Performans / Enerji Etiketi - Dizen. 2019

Yillik enerji taketimi 140 kWh/a
Enerji verimliligi sinifi G
Havadaki akustik C

guraltd emisyon sinifi

Toplam net hacim 1141
Elektrik Baglantisi

Fis (F;E) Schuko
Elektrik baglantisi 40 W
derecesi
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Sogutma bélme(ler)in ve
dondurulmamis
boélme(ler)in hacimlerinin
toplami

iklim siniflan
EEI
Garalta seviyesi

Voltaj (V)
Frekans (Hz)

Gig kaynag@i kablo
uzunlugu

600

o 5@

HFO
Metal

2 On + 2 Arka
Kulplu

1141

SN, N, ST
165 %
38 dB(A)re 1 pW

220-240V
50 Hz
150 cm
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Symbols glossary
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DESPLAY
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A: Uriin ailesine bagli olarak A+++'dan D / G'ye
kadar él¢llen Grin kurutma performansi

LED ekran: segilen programlari, fonksiyonlari,
segenekleri ve cevrim bitimine kalan sireyi
gosteren ekrandir.

LED i¢ aydinlatma: Cihazin icini aydinlatmanin
daha enerji verimli ve uzun émirli bir yoludur.

Dokunmatik kumandalar: Kullanimi kolay
dokunmatik kumandalar, cihazin bir tusa
dokunarak programlanmasini saglar.
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Otomatik defrost sistemi, diizenli araliklarla
otomatik olarak defrost yaparak calisarak defrost
ihtiyacini tamamen ortadan kaldirir.

Havalandirmah: Sodutucu bélmesinde soguk
havanin zorla daditilmasi, buzdolabi iginde esit
sicaklik dadilimina izin verir

Ankastre nig

Enerji verimliligi sinifi G
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Benefit (TT)

External handle

Handle with sober and elegant aesthetics, for easy door opening

UV-protected door glass

The UV-protected door glass protects the bottles from the passage of light into the wine cooler for impeccable
storage

LED lights

LED lights ensure perfect multi-level visibility inside the wine cooler

Activated charcoal air filter

The activated charcoal air filter ensures excellent quality of the air and is easy to maintain

Touch Display

Touch display for an easy and accurate temperature management inside the refrigerated compartment

Low-vibration compressor

The low-vibration compressor avoids exposing the bottles to prolonged vibrations, which could compromise the
quality of the wine

Telescopic guides

Telescopic sliding guides for easy extraction of wine bottles
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