
Fa mil ie   Kookplaat

Inb ouw  Vlak opbouw of vlak inbouw

A fmet ing   83 cm

Voed ing  Elektrisch

T y p e    Inductie met geïntegreerde afzuiging

Fi lte r ing    Expulsie

Elekt ronische  b ed iening     Ja

EA N-cod e   8017709341893

Energ ie  e ffic iënt iekla sse  (EEC)        A+

Esthet iek  Universeel

Kleur Zwart

A fw erking   Glas

M a ter ia a l      Glas

T y p e  g la s       Keramisch

G la zen ra nd    Rechte rand

Pa nnend ra g ers     Roestvrij staal

T y p e  b ed iening       Multi Slider

S l id er    Ja

Sl id er    Wit

Posit ie  b ed iening     Voor

Log o  Geëtst

Kleur  ser ig ra fie     Grijs

A a nta l ind uct iekookzones      4

Op t ies t i jd p rog ra mmering         Automatische uitschakeling

A a nta l kookzones met  b ooster      4

A a nta l M ult izones      2

Hoofd toets a a n/uit    Ja

Vermog enniv ea us    9

T ota a l a a nta l kookzones       4

HOBD682D2

Design

 

Program / Functions
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M ult izone  op t ie      Ja

Flex ib le  Z one  T y p e         MultiZone

W orktop  Cut-Out   490x750 mm

Sud d erfunct ie    Ja

W a rmhoud funct ie     Ja

Smelt /  La g e   
temp era tuurfunct ie  

Ja

A utoma t ische  
uitscha ke l ing  

4

Pa uze  op t ie     Ja

T imer  1

A koest isch s ig na a l     
e ind e  kookt i jd    

Ja

Restt i jd  ind ica tor       Ja

Kind erb ev e i l ig ing        Ja

Quick sta rt  Ja

Sne l le  se lect ie  niv ea us        Ja

A utoma t ische  
herkenning  p a na fmet ing    

Ja

A utoma t ische  
p a nherkenning 

minimaal 9 cm

Perma nente
a utoma t ische  
p a nd etect ie  met    
ind ica t ie  v a n d e      
re la t iev e  controle    

Ja

A utoma t isch  
uitscha ke len i .g .v .    
ov erkoken

Ja

Restw a rmte  ind ica tor      Ja

b ev e i l ig ing  teg en       
onb ed oe ld  inscha ke l ing      

Ja

M eeg e lev erd e    
a ccessoires

Filtering kit and charcoal
filter regenerable included

A a nsluitw a a rd e       7620 W

Stroom 33 A

Sp a nning  (V)    220-240 V

Sp a nning  2  (V)     380-415 V

T y p e  of e lect r ic  ca b le         
sup p lied 

Yes, Single and Double
phase

Freq uent ie   50/60 Hz

Leng te  v oed ing ska b e l         120 cm

Connect ion b ox   6 polig

Stekker Nee

Opties

         

Technische specificaties

   
Linksvoor - Inductie - Multizone - 2.10 kW - Booster 3.00 kW - 21.0x19.0 cm

Linksachter - Inductie - Multizone - 2.10 kW - Booster 3.00 kW - 21.0x19.0 cm

Rechtsachter - Inductie - Multizone - 2.10 kW - Booster 3.00 kW - 21.0x19.0 cm

Rechtsvoor - Inductie - Multizone - 2.10 kW - Booster 3.00 kW - 21.0x19.0 cm

Multizone left - Booster 3.70 kW - 46.0x21.0 cm

Multizone right - Booster 3.70 kW - 46.0x21.0 cm

Meegeleverde accessoires

Elektrische aansluiting
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Bed iening  a fzuig ka p      Touch Capacitive

Kleur  LED Wit

Disp la y   Ja

De la y  funct ion     Yes

A a nta l sne lhed en      8

Sne lhe id  Intensie f     2

A utoma t ic  connect ion    
b etw een integ ra ted   
hood  a nd  hob  

Ja

Ca p a cite it  P0      650 m³/h

Vermog en motor  220 W

A a nta l fi l te rs       1

Vetfi l te rs    Roestvrijstaal

M eeg e lev erd e    
koolstoffi l te rs  

YES, regenerable

Ind ica tor  v erv a ng en      
fi lte r  

Ja

Hy d rod y na mische    
effic iënt ie  (FDEC)  

32,10

Hy d rod y na mische-    
effic iënt iekla sse  (FDEC)   

A

L ichte ffic iënt ie  (LEC)      0,0 lux/W

Lichte ffic iënt iekla sse    
(LEC):

NA

Vetfi l te re ffic iënt ie  (G FE)         85,1 %

Vetfi l te re ffic iënt iekla sse      
(G FEC)

B

Luchtst room op  d e  
minimumsne lhe id  (Qmin)  

230 m³/h

Luchtst room op  d e  
ma x imumsne lhe id   
(Qma x ) 

500 m³/h

Luchtst room op  d e  
b oostsne lhe id  (Qb oost )     

630 m³/h

A koest ische  g e luid sd ruk      
op  minimum sne lhe id  
(SPEmin)

49 dBA

A koest ische  A -g ew og en      
g e luid semissie  op   
ma x imum sne lhe id   

68 dBA

A koest ische  A -g ew og en      
g e luid sv ermog en in d e     
lucht  met  intensiev e  
sne lhe id 

73 dBA

T ijd stoena mefa ctor  (F)       0,8

Energ ie-e ffic iënt ie-   
ind ex

44,2

G emeten luchtst room op 
b este-effic iënt iep unt   
(Qb ep ) 

359 m³/h

G emeten luchtd ruk op 
b este-effic iënt iep unt   
(Qb ep ) 

549 Pa

G emeten op g enomen  
v ermog en op  b este-   
effic iënt iep unt  (W b ep )      

139 W

G eluid sniv ea u op  d e      
hoog ste  sta nd  (Lw a )     

68 dBA

Controls (hood)

Programs / Functions (hood)

Technical Features (Hood)

Prestatie / Energielabel (afzuigkap)

Electrical Connections (hood)
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Freq uent ie  a fzuig ka p     
(Hz)

50-60 Hz

Ca p a cite it  (IEC 6 1 5 9 1 )           230 m³/h

G e luid sniv ea u (IEC    
6 0 7 0 4 -2 -1 3 )       

49 dBA

Druk 280 Pa

Vermog en  40 W

Ca p a cite it  (IEC 6 1 5 9 1 )           270 m³/h

G e luid sniv ea u (IEC    
6 0 7 0 4 -2 -1 3 )       

51 dBA

Druk 370 Pa

Vermog en  50 W

Ca p a cite it  (IEC 6 1 5 9 1 )           340 m³/h

G e luid sniv ea u (IEC    
6 0 7 0 4 -2 -1 3 )       

55 dBA

Druk 450 Pa

Vermog en  90 W

Ca p a cite it  (IEC 6 1 5 9 1 )           370 m³/h

G e luid sniv ea u (IEC    
6 0 7 0 4 -2 -1 3 )       

60 dBA

Druk 450 Pa

Vermog en  90 W

Ca p a cite it  (IEC 6 1 5 9 1 )           400 m³/h

G e luid sniv ea u (IEC    
6 0 7 0 4 -2 -1 3 )       

62 dBA

Druk 500 Pa

Vermog en  100 W

Ca p a cite it  (IEC 6 1 5 9 1 )           435 m³/h

G e luid sniv ea u (IEC    
6 0 7 0 4 -2 -1 3 )       

63 dBA

Druk 550 Pa

Vermog en  120 W

Ca p a cite it  (IEC 6 1 5 9 1 )           460 m³/h

G e luid sniv ea u (IEC    
6 0 7 0 4 -2 -1 3 )       

65 dBA

Druk 600 Pa

Vermog en  150 W

Ca p a cite it  (IEC 6 1 5 9 1 )           500 m³/h

G e luid sniv ea u (IEC    
6 0 7 0 4 -2 -1 3 )       

68 dBA

Druk 620 Pa

Vermog en  170 W

Ca p a cite it  (IEC 6 1 5 9 1 )           540 m³/h

G e luid sniv ea u (IEC    
6 0 7 0 4 -2 -1 3 )       

70 dBA

Druk 625 Pa

Vermog en  180 W

Ca p a cite it  (IEC 6 1 5 9 1 )           630 m³/h

G e luid sniv ea u (IEC    
6 0 7 0 4 -2 -1 3 )       

73 dBA

Druk 630 Pa

Vermog en  220 W

Snelheid 1 Snelheid 2

Snelheid 3 Snelheid 4

Snelheid 5 Snelheid 6

Snelheid 7 Snelheid 8

Snelheid Intensief Intensieve snelheid 2
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Compatibele Accessoires

CON6 0 H 

Flat duct connector for tubes 220*60
mm. It help to connect more tubes of the
kit KITEHOBD4

CON9 0 H 

Connector for rectangular tubes high
90 mm. Size external 227*94*63 mm,
internal 223*90*63 mm

FLT HOBD2

n.2 high-performance carbon filters
regenerable up to 8 times, washing it in
the dishwasher and drying it at max 70°
in the oven for max 120 minutes

FLT ST DHOBD2 

Anti Odour Filter not regenerable as
spare part, suitable for recirculation
mode.

G RI6 0 H  

Rectangular Louvred grille, external size
246*80 mm and internal 226*60*50 mm

G RILLPLA T E  

Universal griddle for induction, gas,
ceramic and electric hobs. Non-stick
surface ideal for cooking meat, cheese
and vegetables. Dimensions: 410 x
240 mm.

G RIX6 H 

Stainless steel ventilation grille, size
426*60 mm.

KIT DT 5 0 X1 0    

tape for installation kit of HOBD*2. 10
m lenght. 50 mm width.

KIT EHOBD1 0 

Ducted kit for HOBD*2 with tubes and
curve high 10 mm.

KIT EHOBD4

Filterkit (zijuitlaat) optioneel voor
Hobd: buis 1,5 mt en bocht

KIT REBFLOW

Rectangular grid used in ventilation
system, 290 x 160 mm. Backdraft
Damper for for regulating the air flow
from the kitchen. Compatible for
HOBD*2 models.

KIT RHOBD6

Mounting kit for recirculating
installation: pipes and curves to be
mounted in a plinth of minimum 6cm
height. Available for HOBD*2 series.

KIT SEBL

Squared grid used in ventilation system
with backdraft Damper for regulating
the air flow from the kitchen. Compatible
for HOBD*2 models.

RED6 0 H 

Reducer from 90 to 60 mm suitable for
rectangular tube of 220 mm. Size:
220x90x92 mm
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T PKPLA T E  

Universal plate for induction, gas,
ceramic and electric hobs. Non-stick
surface ideal for cooking fish, eggs and
vegetables. Dimensions: 410 X 240 mm.
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Symbols glossary

Permanent auto pot detection Powerbooster: optie zorgt ervoor dat de zone op
vol vermogen werkt wanneer zeer intensief koken
nodig is.

Kinderslot: sommige modellen zijn voorzien van
een apparaat om het programma / de cyclus te
vergrendelen zodat het niet kan per ongeluk
veranderd

The slider control panel allows you to adjust the
power simply by passing your finger across the
touch device.

This function allows you to keep cooked food
warm without burner it

Melting function, suitable for slowly melting
delicate foods such as chocolate or butter.

Multizone: allows several pans to be used at
once, large or small, offering freedom of
placement and greater flexibility

Overfill protection: The special overfill protection
shuts down the stove in the presence of overflow
of liquids.

All cooking zones can be reduced to the minimum
power level, so the hob can be left unattended for
a short period without food overcooking or
burning. Then just press again this function, the
previously set power levels can be reactivated.

Quick selection, with one touch cooking begins at
the highest level, then automatically reduces
after time. Ideal for dishes that require quick
boiling and then continued cooking without
constant control (eg beef broth).

Quick Start function: the chosen temperature is
reached faster. The heating element works at
maximum power until the right temperature is
reached.

Indication of residual heat: After the glass
ceramic hob is switched off the residual heat
indicator shows which of the heating zones still
remains hot. When the temperature drops below
60 ° C, the indicator goes out.

Simmering function: ideal for long-cooking
recipes, preventing food from boiling over or
sticking to the pan.

Time elapsed: shows how long the cooking zone
has been in use.

Timer: All ceramic hobs have a timer which
automatically ends cooking after a preset time.

Min diameter pot detection of 9 cm.

Premium individual Slider control for each zone
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