
Prod uct  fa mily    Hoods

Sub fa mily   Condensation

Hood  T y p e     Mounted on oven

Desig n  Angled

T ecnolog y   Suction and filtering hood

Ex tra ct ion    Recirculation

Elect ronic  control   Yes

Suita b le  for    Convection ovens 435x320 mm

M a ter ia l     Stainless steel

T y p e  of stee l      Polished

Hood  w id th    60 cm

Colour Stainless steel

Comp onents finishing  Stainless steel

Log o  Embossed

Control  se t t ing     Touch control back-lighted
White

Led  color  White

No.  of l ig hts    1

L ig ht  ty p e      LED

Lig ht  Pow er     1,1 W

Dimmer mod e  Yes

Free  out le t  ma x imum     
ca p a city  

670 m³/h

A nt i-g rea se  fi l te rs         Buffle

M otor  p ow er    230 W

Cha rcoa l fi l te rs  inc lud ed         Yes

No.  of fi l te rs     1

Fi lte r  rep la cement    
ind ica tor 

Yes

Vent  out le t    150 mm

Non re turn v a lv e     Yes

L ig ht  color  temp era ture     
sca le  (K) 

4000 K

Elect r ica l  connect ion    
ra t ing 

232 W

Volta g e   220-240 V

Freq uency  (Hz)   50-60 Hz

Pow er sup p ly  ca b le     
leng th

1500 mm
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EA N cod e   8017709305956

Pa cked  p rod uct   
d imensions (W x Dx H)   

602x597x251 mm

Net  w e ig ht     11,700 kg

G ross w e ig h     14,130 kg

Logistic Information
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Compatible Accessories

FLT 6

Round Charcoal filters (kit 2 pieces)

KIT A LLFC 

Universal Charcoal filter​ ​ Stainless
Steel AISI 304​ ​ The filter can be
washed in dishwasher 50 °C (water
and suitable detergent)​ ​ and to dry it
put in the oven 180°C 25 minutes ​

K IT CM NKVX 

Chimney Extension in Stainless Steel for
hood KV*series Dimensions
300x200x850 mm
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Symbols glossary

24h: When selected this function refreshes the air
for c. 10 minutes every hour over a 24 hour
period, at minimum speed and an imperceptible
noise level.

Filters: Model has filters to help remove grease
from the steam emanating from the pans during
cooking.

Switch off automatically: A special setting, to run
after the end of cooking for a pre-set time and
then switch off automatically.

Charcoal filters: Extracting through charcoal
filters or directly to the exterior lessens strong
cooking odours considerably.

Warning light(s): to advise when filters need
changing.

Lights: All cooker hoods feature lights to
illuminate the cooking area or add to the
ambience of the kitchen.

Intensive/turbo setting: when extra fast
extraction is required.

Dimmering Lights
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