
Prod uct  fa mil ie     Dampkap

T y p e  d a mp ka p         Decoratieve muurdampkap

T y p e  d a mp ka p         Trapeze

Ex tra ct ie    Extractie

M a ter ia a l      Thermisch gevormd

T y p e  sta a l       Geborsteld inox

EA N-cod e   8017709211745

Breed te  d a mp ka p       90 cm

Desig n  Cortina

Kleur Antraciet

A fw erking   Antiek messing

Log o  Geassembleerd

Bed iening  Bedieningsknoppen

A a nta l  
b ed iening sknop p en    

2

Bed iening sknop p en     Cortina

Kleur b ed iening   Antraciet

A a nta l sne lhed en      3

Sne lhe id  Intensie f   

A a nta l la mp en      2

T y p e  la mp      LED

Vermog en la mp   1 W

T emp era tuur l icht   
(Ke lv in) 

3000 K

Ca p a cite it  P0      820 m³/h

Vermog en motor  275 W

A a nta l fi l te rs       3

Vetfi l te rs    Aluminium

Dia meter  v ent i la t ie       
out le t 

150 mm

M inimum a fsta nd  v a n     
g a skookp la a t    

750 mm

M inimum a fsta nd  v a n     
e lekt r ische  kookp la a t      

650 mm

T erug sla g klep     Ja

KC19AOE

Bediening

Program / Functions

Technische specificaties

 

Ca p a cite it  niv ea u 1      
(IEC 6 1 5 9 1 ) [m³/h]    

G e luid sniv ea u niv ea u 1  (IEC       
6 0 7 0 4 -2 -1 3 ) [d BA ]         
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Ja a r l i jkse    
energ ieconsump t ie  
(A EC)

58 kWh/jaar

Energ ie-e ffic iënt iekla sse    
(EEC)

A

Hy d rod y na mische    
effic iënt iekla sse  (FDE)   

31.9

Hy d rod y na mische    
effic iënt iekla sse  (FDEC)   

A

L icht  Effic iënt ie  (LE)      83.6 lux/W

Licht  Effic iënt iekla sse    
(LEC)

A

Vetfi l te r  Effic iënt ie  (G FE)         77.9 %

Vetfi l te r   
Effic iënt iekla sse  (G FEC)    

C

Deb ie t  luchta fv oer op    
minimum sne lhe id 
(Qmin)

326 m³/h

Luchtst room b i j  
ma x ima le  sne lhe id     
(Qma x ) 

549 m³/h

Luchtst room b i j  
intensiev e  sne lhe id   
(Qb oost ) 

794 m³/h

A koest ische  g e luid sd ruk      
op  minimum sne lhe id  
(SPEmin)

50 dBA

A koest ische  A -g ew og en      
g e luid semissie  op   
ma x imum sne lhe id   

62 dBA

A koest ische  A -g ew og en      
g e luid sv ermog ens in d e     
lucht  met  intensiev e  
sne lhe id 

71 dBA

T ijd v erhog ing sfa ctor  (F)         0.9

Energ ie-e ffic iënt ie  Ind ex       53.1

G emeten luchtd eb ie t  op    
het  b este  e ffic iënt iep unt      
(Qb ep ) 

430 m³/h

G emeten luchtd ruk op 
het  b este  e ffic iënt iep unt      
(Pb ep ) 

457 Pa

G emeten e lekt r isch   
v ermog en op  het  b este    
effic iënt iep unt  (W b ep )      

171 W

Nomina a l 
energ iev erb ruik v a n d e     
v er l icht ing  (W L)     

2 W

G emid d e ld e  v er l icht ing         
op  het  kookop p erv la k     
(Emid d le )  

184 lux

G e luid sniv ea u b i j  d e        
hoog ste  inste l l ing  (Lw a )       

62 dBA

Nomina le
a a nsluitw a a rd e     

277 W

Sp a nning   220-240 V

Freq uent ie   50-60 Hz

Leng te  v oed ing ska b e l         1000 mm

Stekker Nee

Snelheid
1

326 50

Snelheid
2

439 57

Snelheid
3

549 62

Snelheid
Intensief

794 71

Prestaties / energielabel

Elektrische aansluiting

Ook beschikbaar
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A nd ere  b eschikb a re     
kleuren

Wit, Crème, Koper,
Messing, Bordeaux rood

Cod es a nd ere  
b eschikb a re  kleuren   

KC19BSE-KC19OTE-
KC19POE-KC19RAE-
KC19RWE

9/02/2026SMEG SPA



Compatible Accessories

FLT 6

Round Charcoal filters (kit 2 pieces)

KIT A LLFC 

Universal Charcoal filter​ ​ Stainless
Steel AISI 304​ ​ The filter can be
washed in dishwasher 50 °C (water
and suitable detergent)​ ​ and to dry it
put in the oven 180°C 25 minutes ​

K IT KCX-2

KIT LOGO & HANDRAIL CHROME
FINISHING

KIT LOG OA S  

KIT LOGO ANTIQUE SILVER
FINISHING

KIT LOG OCR 

KIT LOGO CHROME FINISHING
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Symbols glossary

Filters: Model has filters to help remove grease
from the steam emanating from the pans during
cooking.

Energy efficiency class A

Lights: All cooker hoods feature lights to
illuminate the cooking area or add to the
ambience of the kitchen.

Intensive/turbo setting: when extra fast
extraction is required.
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