
Prod uct  fa mil ie     Dampkap

T y p e  d a mp ka p         Plafond dampkap

T y p e  d a mp ka p         Plafond dampkap

Ex tra ct ie    Extractie

Elekt ronische  b ed iening     Ja

Ra nd a fzuig ing     Ja

M a ter ia a l      Inox

T y p e  sta a l       Geborsteld inox

EA N-cod e   8017709326227

Breed te  d a mp ka p       90 cm

Desig n  Universeel

Kleur Inox

A fw erking   Geborsteld inox

Log o  Geëtst

Bed iening  Touch bediening met witte
LED

A a nta l sne lhed en      3

Sne lhe id  Intensie f   

Luchtzuiv er ing sfunct ie  (2 4  uur)      

A utoma t ische  uitscha ke l ing      

A uto-Vent  2 .0  

A a nta l la mp en      2

T y p e  la mp      LED

Vermog en la mp   7.4 W

A a nta l fi l te rs       3

Vetfi l te rs    Aluminium

Ind ica tor  v erv a ng en      
fi lte r  

Ja

KLT9L4X

Design

Bediening

Programma's / Functies
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T emp era tuur l icht   
(Ke lv in) 

3000 °K

T emp era tuur l icht   
a a np a sb a a r      

3000° - 5700° °K

Ca p a cite it  P0      610 m³/h

Vermog en motor  270 W

Dia meter  v ent i la t ie       
out le t 

150 mm

M inimum a fsta nd  v a n     
g a skookp la a t    

650 mm

M inimum a fsta nd  v a n     
e lekt r ische  kookp la a t      

650 mm

T erug sla g klep     Ja

A fsta nd sb ed iening    
inb eg rep en  

Ja

Ja a r l i jkse    
energ ieconsump t ie  
(A EC)

94 KWh/jaar

Energ ie-e ffic iënt iekla sse    
(EEC)

B

Hy d rod y na mische    
effic iënt iekla sse  (FDE)   

25.9

Hy d rod y na mische    
effic iënt iekla sse  (FDEC)   

B

L icht  Effic iënt ie  (LE)      25.9 lux/W

Licht  Effic iënt iekla sse    
(LEC)

B

Vetfi l te r  Effic iënt ie  (G FE)         72.0 %

Vetfi l te r   
Effic iënt iekla sse  (G FEC)    

D

Deb ie t  luchta fv oer op    
minimum sne lhe id 
(Qmin)

208 m³/h

Luchtst room b i j  
ma x ima le  sne lhe id     
(Qma x ) 

452 m³/h

Luchtst room b i j  
intensiev e  sne lhe id   
(Qb oost ) 

594 m³/h

A koest ische  A -g ew og en      
g e luid semissie  op   
ma x imum sne lhe id   

63 dB(A)

A koest ische  A -g ew og en      
g e luid sv ermog ens in d e     
lucht  met  intensiev e  
sne lhe id 

69 dB(A)

Vermog ensv erb ruik in  
Sta nd -b y  mod us    

0.49 W

T ijd v erhog ing sfa ctor  (F)         1.1

Energ ie-e ffic iënt ie  Ind ex       68.7

G emeten luchtd eb ie t  op    
het  b este  e ffic iënt iep unt      
(Qb ep ) 

335 m³/h

G emeten luchtd ruk op 
het  b este  e ffic iënt iep unt      
(Pb ep ) 

630 Pa

G emeten e lekt r isch   
v ermog en op  het  b este    
effic iënt iep unt  (W b ep )      

226 W

Nomina a l 
energ iev erb ruik v a n d e     
v er l icht ing  (W L)     

15 W

Ca p a cite it  niv ea u 1      
(IEC 6 1 5 9 1 ) [m³/h]    

G e luid sniv ea u niv ea u 1  (IEC       
6 0 7 0 4 -2 -1 3 ) [d B(A )]         

Snelheid
1

208 48

Snelheid
2

323 55

Snelheid
3

452 62

Snelheid
Intensief

594 69

Meegeleverde accessoires

Prestaties / energielabel
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A koest ische  g e luid sd ruk      
op  minimum sne lhe id  
(SPEmin)

48 dB(A) G emid d e ld e  v er l icht ing         
op  het  kookop p erv la k     
(Emid d le )  

303 lux

G e luid sniv ea u b i j  d e        
hoog ste  inste l l ing  (Lw a )       

63 dB(A)

Nomina le
a a nsluitw a a rd e     

305 W

Sp a nning   220-240 V

Freq uent ie   50-60 Hz

Leng te  v oed ing ska b e l         1500 mm

Elektrische aansluiting
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Not included accessories

KIT FCKLT R 

1 pcs of Charcoal filter Regenerable*
suitable for all the KLT* models. * It can
be washed in the dishwasher up to 12
times and dry in the oven at max 90° for
60 min. dimension 235(H )x 200 (L) x 10
(D) mm

KIT A LLFC 

Universal Charcoal filter​ ​ Stainless
Steel AISI 304​ ​ The filter can be
washed in dishwasher 50 °C (water
and suitable detergent)​ ​ and to dry it
put in the oven 180°C 25 minutes ​

RRA 9 0 

Round to rectangular adapter 220x90
mm to 150 Ø
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Symbols glossary (TT)

24h: When selected this function refreshes the air
for c. 10 minutes every hour over a 24 hour
period, at minimum speed and an imperceptible
noise level.

Filters: Model has filters to help remove grease
from the steam emanating from the pans during
cooking.

Automatisch uitschakelen: Een speciale instelling,
om na het einde van de bereiding een vooraf
ingestelde tijd te laten lopen en daarna
automatisch uit te schakelen.

B: Product energy rating, measured from A+++ to
D / G depending on the product family.

Warning light(s): to advise when filters need
changing.

Lights: All cooker hoods feature lights to
illuminate the cooking area or add to the
ambience of the kitchen.

Perimeter extraction panels: very efficient and
aid noise reduction.

Intensive/turbo setting: when extra fast
extraction is required.

Connection between hob and hood Tunable white from warm to cold
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