
Prod uct  fa mily    Hood

Hood  T y p e     Decorative wall hood

Desig n  Chimney

Ex tra ct ion    Extraction

M a ter ia l     Stainless steel

T y p e  of stee l      Brushed

EA N cod e   8017709206109

Hood  w id th    90 cm

A esthet ic   Universale

Colour Stainless steel

Finishing Satin

Log o  Embossed

Control  se t t ing     Slider

No.  of sp eed s    3

No.  of l ig hts    2

L ig ht  ty p e      LED

Lig ht  Pow er     1 W

Lig ht  color  temp era ture     
sca le  (K) 

4000 K

Free  out le t  ma x imum     
ca p a city  

595 m³/h

M otor p ow er    200 W

No. of fi l te rs     3

A nt i-g rea se  fi l te rs         Aluminium

Vent  out le t    150 mm

M inimum d ista nce  from   
G A S hob 

750 mm

M inimum d ista nce  from   
ELECT RIC hob

650 mm

Non re turn v a lv e     Yes

KSED95XE

Controls

Program / Functions

Technical Features

 

Ex t ra ct ion ra te  IEC    
6 1 5 9 1  [m³/h]    

Noise  lev e l  IEC 6 0 7 0 4 -2 -         
1 3  [d BA ]   

Speed
1

328 50

Speed
2 420 57
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A nnua l Effic iency  
Consump t ion (A EChood )   

54 kWh/a

Energ y  e ffic icency  c la ss      
(EEC)

B

Fluid  Dy na mic Effic iency   
(FDE)

25,3

Fluid  Dy na mic Effic iency   
cla ss (FDEC)

B

L ig ht ing  Effic iency  (LE)       74,3 lux/W

Lig ht ing  Effic iency  C la ss       
(LEC)

A

G rea se  Fi lte r ing     
Effic iency  (G FE)  

70,8 %

G rea se  Fi lte r ing     
Effic iency  C la ss (G FEC)    

D

A ir  flow  a t  minumum    
sp eed  (Qmin) 

328 m³/h

A ir  flow  a t  ma x imum      
sp eed  (Qma x )   

588 m³/h

A irb ourne  a couist ica l  A -       
w eig hted  sound  Pow er    
Emission a t  minimum 
sp eed  (SPEmin) 

50 dBA

A irb orne  a coust ica l  A -       
w eig hted  sound  Pow er    
Emission a t  ma x imum   
sp eed  (SPEma x )   

65 dBA

T ime increa se  fa ctor  (F)      1,1

Energ y  Effic iency  Ind ex      61,2

M ea sured  a ir  flow  ra te      
a t  b est  e ffic iency  p oint       
(Qb ep ) 

318 m³/h

M ea sured  a ir  p ressure     
a t  b est  e ffic iency  p oint       
(Pb ep ) 

375 Pa

M ea sured  e lect r ic     
p ow er inp ut  a t  b est      
e ffic iency  p oint  (W b ep )      

131 W

Nomina l Pow er 
consump t ion of the  l ig ht    
sy stem (W L) 

2 W

A v era g e  i l lumina t ion of        
the  l ig ht  on the  cooking    
surfa ce  (Emid d le )    

164 lux

Sound  p ow er lev e l  a t      
hig hest  se t t ing  (Lw a )       

65 dBA

Elect r ica l  connect ion    
ra t ing 

202 W

Volta g e   220-240 V

Freq uency  (Hz)   50-60 Hz

Pow er sup p ly  ca b le     
leng th

1000 mm

Plug Not present

A lte rna t iv e  colours     
a v a ila b le    

Black, Anthracite, Cream,
Red Wine

A v a ila b le  colours       KSED95NEE - KSED95AE -
KSED95PE - KSED95RWE

Speed
3

588 65

Performance / Energy Label

Electrical Connection

Also available
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Compatible Accessories

FLT 6

Round Charcoal filters (kit 2 pieces)

KIT A LLFC 

Universal Charcoal filter​ ​ Stainless
Steel AISI 304​ ​ The filter can be
washed in dishwasher 50 °C (water
and suitable detergent)​ ​ and to dry it
put in the oven 180°C 25 minutes ​
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Symbols glossary

Filters: Model has filters to help remove grease
from the steam emanating from the pans during
cooking.

Lights: All cooker hoods feature lights to
illuminate the cooking area or add to the
ambience of the kitchen.
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