o33°SMEY

MIR6CR-2
&

Rodzina produktéow Baterie kuchenne
Materiat Mosigdz
Obrotowa wylewka Tak

Stopien obrotu wylewki 360°

Linia wzornicza

Linia wzornicza Coloniale Rodzaj baterii Jednouchwytowa
Kolor Chrom Typ dyszy Dysza pojedyncza
WykoRczenie Potysk Perlator natrysku Tak

Typ wylewki Wylewka "L" Liczba wezykéw do 2

podiaczenia baterii

Specyfikacja techniczna

ESC

Cechy ESC (Glowica Minimalne ci$nienie 1 bar
oszczgdzajaca energig) Optymalne cisnienie 3 bar

Dlugo$é wezyka do 370 mm Water production (I/min) 121

podtaczenia Srednica otworu na 35 mm

Podlaczenie wezyka 3/8" baterie

Typ ceramicznego 350

wkiadu

Maksymalne ci$nienie 5 bar

Informacje logistyczne

Wysoko$¢ produktu 299 mm
(mm)
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o33°SMEY

Kompatybilne Akcesoria

STABMIX

Stabilizator kranu
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o33°SMEY

Stowniczek oznaczen

ESC W systemie ESC (Energy Saving Cartridge) @ Obrotowa wylewka 360°
dzwignia sterujgca umieszczona poSrodku dozuje
tylko zimng wode, a nie 50% cieptej i 50% zimnej.
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o33°SMEY

Benefit (TT)

Energy Saving Cartridge

Energy saving thanks to the special Energy Saving Cartridge (ESC) function

With the ESC function, the tap lever set in a central position supplies only cold water, instead of mixed cold and hot
water as usual, saving in energy consumption. For hot water, the lever must be turned to the left

Spout rotation 360°
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