
Fa mil ieFa mil ie Kookplaat

Inb ouwInb ouw Vlak opbouw

A fmet ingA fmet ing 70/75 cm

Voed ingVoed ing Gemixed

T y p eT y p e Gemixed

EA N-cod eEA N-cod e 8017709243555

Esthet iekEsthet iek Classici

KleurKleur Zwart

A fw erkingA fw erking Glas

M a ter ia a lM a ter ia a l Glas

T y p e  g la sT y p e  g la s ceramic Eclipse

G la zen ra ndG la zen ra nd Rechte rand

G la s op  sta a lG la s op  sta a l Ja

Pa nnend ra g ersPa nnend ra g ers Gietijzer

Bra nd ersBra nd ers Smeg Contemporanea

M a ter ia a l b ra nd ersM a ter ia a l b ra nd ers Messing

T y p e  b ed ieningT y p e  b ed iening Bedieningsknoppen

Slid erS l id er Ja

Posit ie  b ed ieningPosit ie  b ed iening Voor

A a nta l b ed iening sknop p enA a nta l b ed iening sknop p en 2

Kleur knop p enKleur knop p en Rvs look

Kleur  ser ig ra fieKleur  ser ig ra fie Grijs

T ota a l a a nta l kookzonesT ota a l a a nta l kookzones 4

A a nta l kookzones g a sA a nta l kookzones g a s 2

A a nta l ind uct iekookzonesA a nta l ind uct iekookzones 2

A a nta l kookzones met  b oosterA a nta l kookzones met  b ooster 2

A a nta l M ult izonesA a nta l M ult izones 1

PM3721WLDNLKPM3721WLDNLK

DesignDesign

    

Programma's / functiesProgramma's / functies
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Hoofd toets a a n/uitHoofd toets a a n/uit Ja

Vermog enniv ea usVermog enniv ea us 9

M ult izone  op t ieM ult izone  op t ie Ja

Flex ib le  Z one  T y p eFlex ib le  Z one  T y p e MultiZone

W orktop  Cut-OutW orktop  Cut-Out 482-486x719-724 mm

Sud d erfunct ieSud d erfunct ie Ja

W a rmhoud funct ieW a rmhoud funct ie Ja

Smelt /  La g eSmelt /  La g e
temp era tuurfunct ietemp era tuurfunct ie

Ja

A utoma t ischeA utoma t ische
uitscha ke l inguitscha ke l ing

2

Pa uze  op t iePa uze  op t ie Ja

T imerT imer 1

A koest isch s ig na a lA koest isch s ig na a l
e ind e  kookt i jde ind e  kookt i jd

Ja

Restt i jd  ind ica torRest t i jd  ind ica tor Ja

Show room d emo op t ieShow room d emo op t ie Ja

Kind erb ev e i l ig ingKind erb ev e i l ig ing Ja

Sne lle  se lect ie  niv ea usSne lle  se lect ie  niv ea us Ja

A utoma t ischeA utoma t ische
herkenning  p a na fmet ingherkenning  p a na fmet ing

Ja

A utoma t ischeA utoma t ische
p a nherkenningp a nherkenning

Ja

Perma nentePerma nente
a utoma t ischea utoma t ische
p a nd etect ie  metp a nd etect ie  met
ind ica t ie  v a n d eind ica t ie  v a n d e
re la t iev e  controlere la t iev e  controle

Ja

T hermob ev e i l ig ingT hermob ev e i l ig ing Ja

A utoma t ischeA utoma t ische
ontstekingontsteking

Ja

A utoma t ische  stop  b i jA utoma t ische  stop  b i j
ov erv erhit t ingov erv erhit t ing

Ja

A utoma t ischA utoma t isch
uitscha ke len i .g .v .uitscha ke len i .g .v .
ov erkokenov erkoken

Ja

Restw a rmte  ind ica torRestw a rmte  ind ica tor Ja

b ev e i l ig ing  teg enb ev e i l ig ing  teg en
onb ed oe ld  inscha ke l ingonb ed oe ld  inscha ke l ing

Ja

G iet i jze ren w okr ingG iet i jze ren w okr ing 1

StekkerStekker (F;E) Schuko

A a nsluitw a a rd eA a nsluitw a a rd e 3700 W

StroomStroom 16 A

Sp a nning  (V)Sp a nning  (V) 220-240 V

T y p e  st roomka b e lT y p e  st roomka b e l Eenfasig

Freq uent ieFreq uent ie 50/60 Hz

Leng te  v oed ing ska b e lLeng te  v oed ing ska b e l 120 cm

StekkerStekker Schuko (F;E)

OptiesOpties

        

Technische specificatiesTechnische specificaties

    
Linksvoor - Gas - AUX - 1.10 kW

Linksachter - Gas - URP - 3.30 kW

Rechtsachter - Inductie - Multizone - 2.10 kW - Booster 3.60 kW - 18.0x23.0 cm

Rechtsvoor - Inductie - Multizone - 2.10 kW - Booster 3.60 kW - 18.0x23.0 cm

Multizone right - Booster 3.60 kW - 38.5x23.0 cm

Meegeleverde accessoiresMeegeleverde accessoires

Elektrische aansluitingElektrische aansluiting
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T y p e  g a sT y p e  g a s G25/G25.3 Natural gas

G a sa a nsluit ingG a sa a nsluit ing Cilindrisch

A nd ere  sp roe ie rsA nd ere  sp roe ie rs
meeg e lev erdmeeg e lev erd

G30 Vloeibaar gas GPL,
G20 Aardgas

A nd ereA nd ere
g a sa a nsluit ing eng a sa a nsluit ing en

Conisch

Nomina leNomina le
a a nsluitw a a rd e  g a sa a nsluitw a a rd e  g a s

4300 W

GasaansluitingGasaansluiting
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Accessoires niet inbegrepenAccessoires niet inbegrepen

G RWG RW

Wok support

5 M P1 G OG5 M P1 G OG

Hob knobs set Linea knobs for Gas on
Glass hobs (5 knobs) 

W OKG HUW OKG HU

Cast iron WOK Support

G RMG RM

Coffee machine support
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Symbols glossary (TT)Symbols glossary (TT)

Permanent auto pot detection Powerbooster: optie zorgt ervoor dat de zone op
vol vermogen werkt wanneer zeer intensief koken
nodig is.

Ultra-low profile: Installation of product with flat
edge - height of 1 mm.

Heavy duty gietijzeren pannendragers: voor
maximale stabiliteit en sterkte.

Kinderslot: sommige modellen zijn voorzien van
een apparaat om het programma / de cyclus te
vergrendelen zodat het niet kan per ongeluk
veranderd

The slider control panel allows you to adjust the
power simply by passing your finger across the
touch device.

Versterkte basis: Een versterkte basis, exclusief
ontwikkeld door Smeg, bestaat uit een stalen
laag bevestigd aan de onderkant van het
glasoppervlak van al het gas op glazen
kookplaten.

This function allows you to keep cooked food
warm without burner it

Overheat protection: The safety system that
automatically turns off the hob in case of
overheating of the control unit.

Melting function, suitable for slowly melting
delicate foods such as chocolate or butter.

Multizone: allows several pans to be used at
once, large or small, offering freedom of
placement and greater flexibility

Overfill protection: The special overfill protection
shuts down the stove in the presence of overflow
of liquids.

All cooking zones can be reduced to the minimum
power level, so the hob can be left unattended for
a short period without food overcooking or
burning. Then just press again this function, the
previously set power levels can be reactivated.

Quick selection, with one touch cooking begins at
the highest level, then automatically reduces
after time. Ideal for dishes that require quick
boiling and then continued cooking without
constant control (eg beef broth).

Indication of residual heat: After the glass
ceramic hob is switched off the residual heat
indicator shows which of the heating zones still
remains hot. When the temperature drops below
60 ° C, the indicator goes out.

Simmering function: ideal for long-cooking
recipes, preventing food from boiling over or
sticking to the pan.

Time elapsed: shows how long the cooking zone
has been in use.

Timer: All ceramic hobs have a timer which
automatically ends cooking after a preset time.

Ultrasnelle branders: Krachtige ultrasnelle
branders bieden tot 5kw vermogen.

Darkness becomes light

Knobs control
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