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Ankastre tipi
Ebatlar

Gig kaynag
Tip

EAN kodu

Estetik
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Estetik

Renk

Son islemler
Malzeme

Cam tipi

Cam kenari

Celik Gzerine Cam

Serie

Tava destekleri
Brilérler

Brilor Malzemesi
Kontrol ayari tard
Kontrol diigmesi konumu
Kumanda sayisi
Kumandalarin rengi
Serigrafi rengi
Alternatif renkler mevcuttur

Program / Fonksiyonlar

Gazl pisirme alani sayisi
Toplam pisirme alani sayisi

Secenekler

Ocak

Geleneksel

60 cm

Gaz

Gaz
8017709254742

Linea

Siyah

Cam

Cam

Standart (agik)
Acili kenar

Evet

New

Dokim

Dikey alev, diz tasarim
Aliminyum

Kontrol digmeleri
On

4

Celik efekti

Beyaz

Beyaz, Gimigs Cam
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Standart kesim 482-486x560-564 mm

Teknik ozellikler

On sol - Gaz - Yari Hizli - 1.70 kW
Arka sol - Gaz - Yar Hizli - 1.70 kW
Arka sa§ - Gaz - Hizl - 3.00 kW
Onsa§ - Gaz - Yardimer - 1.10 kW

Gaz emniyet valfleri Evet Otomatik Atesleme Evet
Elektrik Baglantisi
Elektrik baglantisi 1w Gig kaynag@i kablo 120 cm
derecesi (W) uzunlugu
Voltaj (V) 220-240V Terminal box No
Elektrik kablosu tipi Tek faz Fis No
Frekans (Hz) 50/60 Hz
Gaz Baglantisi
Gaz Tipi G20/G25 dodal gaz Saglanan diger gaz Konik
Gas connection Cilindrical baglantilan
Diger gaz noziilleri G30 GPL likit gaz, G110 Gaz baglanti derecesi 7500 W
dahildir Hava gaz (W)
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Compatible Accessories

5MP1GOG

Ocak diigmesi seti Gas On Glass ocaklar icin Linea ocak digmeleri (5 dugme)
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Symbols glossary

Standart kurulum: Masa ustline geleneksel EE Adir hizmet tipi dékme demir tava sehpalart:
kurulum, her tarli mutfak setine uygun maksimum stabilite ve glg icin.

@ Digme kontroli Giiclendirilmis taban: Ozel olarak Smeg
tarafindan gelistirilen glglendirilmis bir taban,
cam ocaklar tGizerindeki tim gazin cam ylizeyinin
alt tarafina sabitlenmis celik bir tabakadan

olusur.

‘W Yonli bralérler: gercek glict pota aktaran
neredeyse dikey bir aleve sahiptir.
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Benefit (TT)

Gas hobs
Consistent heat source control and easy, immediate temperature adjustment

Equipped with a thermocouple, the gas supply is cut off if the flame is extinguished for greater safety.

Glass

Brightness and elegance in the kitchen: the acid-etched glass gives the surface a refined, modern look that enhances
the space.

Cast iron

Solid and sturdy, easy to clean and maintain every day, thanks to the cast-iron pan supports—an emblem of long-
lasting efficiency and durability.

Accurate power adjustment via knobs, for more precise cooking level control

Control knob position frontal

Instant and intuitive control thanks to front controls, easily accessible for practical use.

4 burners for every need: cook with precision and versatility thanks to different power levels, ideal for any pot and for
managing multiple dishes simultaneously.

Gas safety valves

Automatic protection against gas leaks: the thermocouple stops gas flow in the absence of flame, ensuring a safe
environment even during unexpected shutdowns.

Glass on steel

Safety even in case of breakage: a stainless steel sheet beneath the glass prevents fragmentation, allowing
continued use until replacement.
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