o33°SMEY

PVL6/5LCN

Produktgrupp
Inbyggnad
Storlek
Stromtillférsel

Typ
EAN-kod

Estetisk linje
&

Estetik
Farg
Finish
Material

Typ av glas

Typ av glaskant

Glas pa stal

Pannstall

Beldggning pa pannstall
Typ av brannare
Material brannare
Beldggning pda brannare
Typ av kontroller
Vredens placering
Antal kontroller

Farg pa kontroller

Fdarg pd markeringar

Andra tillgangliga farger

Program / funktioner

Antal kokzoner gashall
Totalt antal zoner

Haill

Rak kant eller planmontering
70/75 cm

Gas

Gashall

8017709217822

Dolce Stil Novo

Svart
Glas
Glas
Keramisk
Rak kant
Ja

Rostfritt stal

Titan
Laminar
Mdssing
Nickel
Vred
Front

5

Svart
Gra

Rostfritt stal
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Alternativ

Standard
inbyggnadsmatt

Teknisk specifikation

Mitten vanster - Gas - URP - 3.50 kW
Mitten bak - Gas - SRD - 1.60 kW
Mitten fram - Gas - AUX - 1.00 kW
Hoéger bak - Gas - RP - 2.50 kW
Hoéger fram - Gas - AUX - 1.00 kW

482-486x700-704 mm

Sdkerhetsventiler Ja Automatisk tandning Ja
Elektrisk anslutning
Anslutningseffekt 1w Frekvens 50/60 Hz
Spanning (V) 220-240V Langd matningskabel 120 cm
Typ av sladd Enfas Kontakt No
Gasanslutning
Typ av gas G20 Naturgas Ovriga inkluderade Konisk
Gasanslutning Cylindrisk gasanslutningar
Andra medféljande G25 Naturgas, G30 Gasol Anslutningseffekt 9600 W
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Kompatibela Tillbehér

©
@.

Ny

6MP1BF

6 Linea-vred for spisar med "blade”-

ldga

GRM

Espressohdllare for mokabryggare

LGCN

Sammanbindningssats for hallar i
rostfritt stdl, 475/495mm

000000

6MP1BFB3

GRW
Wokhéllare

WOKGHU

Wokhéllare i gjutjarn. Designad for
stabilitet och smidighet under
tillagning.
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Symbols glossary

®

Kontrollvred

Ultrasnabba brannare: Kraftfulla ultrasnabba
brdnnare erbjuder en effekt pd upp till 5 kW.

Forstarkt bas: En forstarkt bas, exklusivt
utvecklad av Smeg, som bestar av ett stdllager
som dr fixerat under glaskeramiken pd alla spisar
med gas pd& glaskeramik (Gas On Glass).
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Benefit (TT)

Gas hobs
Consistent heat source control and easy, immediate temperature adjustment

Equipped with a thermocouple, the gas supply is cut off if the flame is extinguished for greater safety.

Glass

Brightness and elegance in the kitchen: the acid-etched glass gives the surface a refined, modern look that enhances
the space.

Ceramic

Stability and design even up to 700°C: the cooktop material resists high temperatures without deforming,
maintaining aesthetics and functionality even with intensive use.

Stainless steel

Strong and easy to maintain every day: doesn’t break if dropped, resists rust, easy to clean with detergents, and
doesn’t absorb liquids or odors.

Laminate

Top energy efficiency: thanks to Smeg’s exclusive patent, heat is transferred directly to the pot, improving energy use
and cooking performance.

Accurate power adjustment via knobs, for more precise cooking level control

Control knob position frontal

Instant and intuitive control thanks to front controls, easily accessible for practical use.

5 powerful burners for a dynamic kitchen: offer ample space and flexibility to cook multiple dishes at once, simplifying
meal prep and improving the cooking experience.

Gas safety valves

Automatic protection against gas leaks: the thermocouple stops gas flow in the absence of flame, ensuring a safe
environment even during unexpected shutdowns.

Glass on steel

Safety even in case of breakage: a stainless steel sheet beneath the glass prevents fragmentation, allowing
continued use until replacement.
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