
Prod ukt fa mil ie     Kochfeld

Einb a u   Auflage

A b messung en    60 cm

Energ ieq ue l le     Gas

T y p  d er He iztechnik       Gas

EA N-Cod e   8017709261313

Ä sthet ik   Classici

Fa rb e   Edelstahl

Ob erflä che   Gebürstet

M a ter ia l     Edelstahl

A rt  d es Ed e lsta hl       Gebürstet

Ser ie  Neu

A b ste l lroste     Gußeisen

Brenner Smeg Contemporanea

Brennerma ter ia l    Aluminium

Bed ienung  Bedienknebel

Posit ion Bed iene lemente    Frontal

A nza hl d er  Bed ienkneb e l        4

Fa rb e  d er  Bed ienkneb e l         Edelstahl-Optik

Fa rb e  d es S ieb d rucks        Schwarz

A nza hl d er  G a s-Kochzonen       4

A nza hl d er  Kochzonen     4

A usschnit tma ss    478-482x555-560 mm

PX364LDE

Ästhetik

 

Programme / Funktionen

Optionen
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T hermoe lekt r ische   
Z ünd sicherung 

Ja A utoma t ische  
Einha nd zünd v orr ichtung    

Ja

Netzstecker (F;E) Schuko

Elekt r ischer 
G esa mta nschlußw ert   

1 W

Sp a nnung   220-240 V

T y p  d es v ormont ie rten      
A nschlusska b e ls   

Einphasig

Freq uenz  50/60 Hz

Lä ng e  Netzka b e l       120 cm

Netzstecker Schuko (F;E)

G a sa rt    Erdgas (H) G20-20 mbar

G a sa nschluss    Zylindrisch

W eitere  mitg e l ie fe rte       
G a sd üsensä tze   

Erdgas (L) G25-20 mbar -
Flüssiggas (LPG) G30/31-
50 mbar , Flüssiggas (LPG)
G30/31

Nennb e la stung  Qn     9000 W

Technische Eigenschaften

Links - Gas - Ultra Rapid Blitzbrenner - 3.50 kW

Hinten Mitte - Gas - Normalbrenner - 1.80 kW

Vorne Mitte - GAS - Sparbrenner - 1.10 kW

Rechts - Gas - Starkbrenner - 2.60 kW

Elektrischer Anschluss

Gasanschluss
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Kompatibel Zubehör

G RW

3er-Set Topfkreuz-Reduzierring,
verchromt, für Gaskochfelder und
Gasstandherde mit Abstellrosten
(emailliert und Gußeisen)

T PK

Teppanyaki Edelstahl-Grillplatte,
Aluminiumkern mit
Edelstahlummantelung mit 10 Mal
höherer Wärmeleitfähigkeit, geeignet
für alle Gas, Glaskeramik und
Induktions-Kochfelder

W OKG HU 

Wokring aus Gußeisen, geeignet für
Gaskochfelder und Gas-Standherde
(siehe Angabe der Produktbeschreibung)
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Symbols glossary

Standardeinbau: Klassische aufgesetzte
Montage auf der Arbeitsplatte.

Topfträger aus Gußeisen: sehr robust mit einer
hohen Stabilität und Festigkeit.

Standard-Ausschnitt der Arbeitsplatte: 480x560
mm

Ultrarapid-Superbltzbrenner: bieten eine
Leistung von bis zu 5,0 kW.

Drehknebelbedienung
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Benefit (TT)

G a s hob s  

Consistent heat source control and easy, immediate temperature adjustment 

Equipped with a thermocouple, the gas supply is cut off if the flame is extinguished for greater safety.

Inox

Maximum resistance even at high temperatures: the stainless steel surface ensures durability and deformation
resistance, withstanding thermal shocks without damage 

Ca st  iron 

Solid and sturdy, easy to clean and maintain every day, thanks to the cast-iron pan supports—an emblem of long-
lasting efficiency and durability. 

Smeg  Contemp ora nea  

Optimal cooking with every dish: burners combine high performance, efficiency, and practicality, ensuring precise,
even results even with intensive use. 

Accurate power adjustment via knobs, for more precise cooking level control 

Control  knob  p osit ion fronta l    

Instant and intuitive control thanks to front controls, easily accessible for practical use. 

4 burners for every need: cook with precision and versatility thanks to different power levels, ideal for any pot and for
managing multiple dishes simultaneously. 

G a s sa fety  v a lv es      

Automatic protection against gas leaks: the thermocouple stops gas flow in the absence of flame, ensuring a safe
environment even during unexpected shutdowns. 
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