
Prod uct  Fa milyProd uct  Fa mily Hob

Built - in ty p eBuilt - in ty p e Ultra-low profile or Fully Flushed

DimensionsDimensions 60 cm

Pow er sup p lyPow er sup p ly Electric

T y p eT y p e Ceramic

EA N cod eEA N cod e 8017709312039

A esthet icA esthet ic Universale

ColourColour Black

FinishingFinishing Glass

M a ter ia lM a ter ia l Glass

G la ss ty p eG la ss ty p e Ceramic

G la ss ed g eG la ss ed g e Straight edge

T y p e  of control  se t t ingT y p e  of control  se t t ing Digi Touch

LED coloursLED colours Red

Control  knob  p osit ionControl  knob  p osit ion Front

Ser ig ra p hy  colourSer ig ra p hy  colour Grey

No.  of cera mic cook zonesNo.  of cera mic cook zones 4

M a in on/off sw itchM a in on/off sw itch Yes

Pow er lev e lsPow er lev e ls 9

T ota l no.  of cook zonesT ota l no.  of cook zones 4

W orktop  Cut-OutW orktop  Cut-Out 490x560 mm

End  cooking  t imerEnd  cooking  t imer 4

M inute  mind erM inute  mind er 1

End  of cooking  a la rmEnd  of cooking  a la rm Yes

Resid ua l t ime  ind ica torResid ua l t ime  ind ica tor Yes

Show room Demo Op t ionShow room Demo Op t ion Yes

Control  Lock /  Chi ldControl  Lock /  Chi ld
Sa fetySa fety

Yes

SE264TD1SE264TD1

AestheticsAesthetics

Programs / FunctionsPrograms / Functions

OptionsOptions
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A utoma t ic  sw itch offA utoma t ic  sw itch off
w hen ov erhea tw hen ov erhea t

Yes

A utoma t ic  sw itch offA utoma t ic  sw itch off
w hen ov erfloww hen ov erflow

Yes

Resid ua l hea t  ind ica torResid ua l hea t  ind ica tor Yes

PlugPlug Not present

Elect r ica l  connect ionElect r ica l  connect ion
ra t ing  (W )ra t ing  (W )

6300 W

CurrentCurrent 27 A

Volta g e  (V)Volta g e  (V) 220-240 V

Volta g e  2  (V)Volta g e  2  (V) 380-415 V

T y p e  of e lect r ic  ca b leT y p e  of e lect r ic  ca b le
insta l ledinsta l led

Yes, Single and Double
phase

Freq uency  (Hz)Freq uency  (Hz) 50/60 Hz

Pow er sup p ly  ca b lePow er sup p ly  ca b le
leng thleng th

130 cm

T ermina l b oxT ermina l b ox 4 poli

Technical FeaturesTechnical Features

  
Rear-left - Ceramic - Single - 2.10 kW - Ø 21.0 cm

Front-left - Ceramic - Single - 1.20 kW - Ø 14,5 cm

Rear-right - Ceramic - Single - 1.80 kW - Ø 18.0 cm

Front-right - Ceramic - Single - 1.20 kW - Ø 14.5 cm

Electrical ConnectionElectrical Connection
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Compatible AccessoriesCompatible Accessories

SCRPSCRP

Non-scratch hob scraper - suitable for induction and ceramic hobs
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Symbols glossarySymbols glossary

Child lock: some models are fitted with a device
to lock the programme/cycle so it cannot be
accidentally changed.

Overheat protection: The safety system that
automatically turns off the hob in case of
overheating of the control unit.

Glass ceramic: The base of the hob is made glass
ceramic. Heating is performed by the heating
elements Hi-Light.

Overfill protection: The special overfill protection
shuts down the stove in the presence of overflow
of liquids.

Indication of residual heat: After the glass
ceramic hob is switched off the residual heat
indicator shows which of the heating zones still
remains hot. When the temperature drops below
60 ° C, the indicator goes out.

Time elapsed: shows how long the cooking zone
has been in use.

Timer: All ceramic hobs have a timer which
automatically ends cooking after a preset time.

Touch control
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Benefit (TT)Benefit (TT)

Cera mic hob sCera mic hob s

Shorter cooking times and constant temperature control thanks to the ceramic cooktop, ensuring high performance 

Immediate access to functions via touch display, for simple and intuitive control 

Nine power levels and Boost function for optimal cooking performance 
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