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Kategoria e produktit Pianuré

Lloji i instalimit Profil ultra i ulét ose montim
krejtésisht i rrafshét

Pérmasat 60 cm

Furnizimi me energji Elektrike

Lloji Qeramike

Kodi EAN 8017709312039

Estetika
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Estetika Universal

Ngjyra E zezé

Finituré Qelqi

Materiali Qelqi

Lloji i xhamit Qeramike

Skajet e xhamit Skaj i drejté

Lloji i cilésimit té kontrollit Prekje digjitale

Ngjyrat LED E kuge

Pozicioni i celésit té kontrollit Pjesa e pérparme

Ngjyra e serigrafisé Gri

Programi / funksionet

Numri i zonave prej geramike té gatimit 4

Celési kryesor i ndezjes/fikjes Po

Nivelet e fugisé 9

Nr. total. i zonave té gatimit 4

Opsionet
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Prerja e banakut 490x560 mm Treguesi i kohés sé Po

Kohématési i 4 mbetur

pérfundimit té gatimit Opsioni demonstrues i Po

Mbajtési i minutave 1 showroom-it
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Alarmi i pérfundimit té Po Bllokuesi i Po
gatimit kontrollit/siguria e
fémijés

Vecorité teknike
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Mbrapa majtas - Qeramiké - njéshe - 2.10 kW - @ 21.0 cm
Pérpara majtas - Qeramiké - njéshe - 1.20 kW - @ 14,5 cm
Mbrapa djathtas - Qeramiké - njéshe - 1.80 kW - @ 18.0 cm
Pérpara djathtas - Qeramiké - njéshe - 1.20 kW - @ 14.5 cm

Fikja automatike né Po Treguesi i nxehtésisé sé Po
mbinxehje mbetur

Fikje automatike né Po

tejmbushje

Lidhja elektrike

Vlerésimi i lidhjes 6300 W Frekuenca (Hz) 50/60 Hz
elektrike (W) Gjatésia e kabllos sé 130 cm
Rryma 27 A furnizimit me energji
Tensioni (V) 220-240V elektrike
Tensioni 2 (V) 380-415V Terminal box 4 poli
Lloji i kabllit elektrik té Po, me fazé teke dhe té Prizé No
instaluar dyfishté
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Compatible Accessories

SCRP

Kruajtése pianure qé nuk gérvisht - e pérshtatshme pér pianurat me induksion dhe geramike
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Symbols glossary
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STOP
“CT

Bllokimi pér fémijét: disa modele jané té pajisur
me njé pajisje e cila ky¢ programin/ciklin né
ményré gé ai t€ mos ndryshohet aksidentalisht.

Mbrojtje nga mbinxehja: Sistem sigurie gé fik
automatikisht pianurén né rast té mbinxehjes sé
njésisé sé kontrollit.

Mbrojtja nga tejmbushja: Mbrojtja speciale nga
tejmbushja e mbyll sobén né prani té njé vérshimi
Iéngjesh.

Koha e kaluar: tregon se pér sa kohé ka qené né
pérdorim zona e gatimit.
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Kontroll me prekje

Qeramike gelqi: Baza e pianurés éshté prej
qeramike gelqgi. Ngrohja kryhet nga elementét
ngrohés Hi-Light.

Treguesi i nxehtésisé sé mbetur: Pasi pianura
prej geramike qelqi éshté fikur, treguesi i
nxehtésisé sé mbetur tregon se cila nga zonat e
ngrohjes mbetet ende e nxehté. Kur temperatura
bie nén 60°C, treguesi fiket.

Kohématési: Té gjitha pianurat geramike kané njé
kohématés qé pérfundon automatikisht gatimin
pas njé kohe té paracaktuar.
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Benefit (TT)

Ceramic hobs

Shorter cooking times and constant temperature control thanks to the ceramic cooktop, ensuring high performance

Glass

Brightness and elegance in the kitchen: the acid-etched glass gives the surface a refined, modern look that enhances
the space.

Ceramic

Stability and design even up to 700°C: the cooktop material resists high temperatures without deforming,
maintaining aesthetics and functionality even with intensive use.

Immediate access to functions via touch display, for simple and intuitive control

Control knob position frontal

Instant and intuitive control thanks to front controls, easily accessible for practical use.

Nine power levels and Boost function for optimal cooking performance
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