
Prod uct  Fa mily    Hob

Built - in ty p e     Ultra-low profile

D imensions 24"

Pow er sup p ly    Electric

T y p e    Ceramic

EA N cod e   8017709240998

A esthet ic   Universale

Colour Black

Finishing Glass

M a ter ia l     Glass

G la ss ty p e     Ceramic

G la ss ed g e     Angled edge

T y p e  of control  se t t ing         Digi Touch

Control  knob  p osit ion     Front

Log o  Silk screen

Ser ig ra p hy  colour      Grey

No.  of cooking  zones w ith b ooster     4

Pow er lev e ls    9

T ota l no.  of cook zones    4

End  cooking  t imer    1

End  of cooking  a la rm     Yes

L imited  Pow er  
Consump t ion M od e  in W    

4000 W

Show room Demo Op t ion    Yes
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Aesthetics

Program / Functions

Options

  

2025-10-30SMEG SPA



L imited  Pow er  
Consump t ion M od e   

Yes Control  Lock /  Chi ld  
Sa fety

Yes

A utoma t ic  sw itch off    
w hen ov erhea t  

Yes

A utoma t ic  sw itch off    
w hen ov erflow 

Yes

Resid ua l hea t  ind ica tor       Yes

Elect r ica l  connect ion    
ra t ing  (W )   

6000 W

Current 18 A

Volta g e  (V)    240 V

Volta g e  2  (V)     208 V

T y p e  of e lect r ic  ca b le           Single phase

Freq uency  (Hz)   60 Hz

Pow er sup p ly  ca b le     
leng th

47 1/4 "

T ermina l b ox    6 poles

Technical Features

  
Front-left - Ceramic - Single - 1.20 kW - Ø 14.8 cm

Rear-left - Ceramic - Single - 1.80 kW - Ø 18.4 cm

Rear-right - Ceramic - Double - 0.75 - 1.80 kW - Ø 12.4 - Ø 18.4 cm

Front-right - Ceramic - Single - 1.20 kW - Ø 14.8 cm

Electrical Connection
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Compatible Accessories

SCRP

Non-scratch hob scraper - suitable for induction and ceramic hobs
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Symbols glossary

Power booster: option allows the zone to work at
full power when very intense cooking is
necessary.

Ultra-low profile: Installation of product with flat
edge - height of 1 mm.

Child lock: some models are fitted with a device
to lock the programme/cycle so it cannot be
accidentally changed.

ECO-logic: option allows you to restrict the power
limit of the appliance real energy saving.

Overheat protection: The safety system that
automatically turns off the hob in case of
overheating of the control unit.

Glass ceramic: The base of the hob is made glass
ceramic. Heating is performed by the heating
elements Hi-Light.

Overfill protection: The special overfill protection
shuts down the stove in the presence of overflow
of liquids.

Indication of residual heat: After the glass
ceramic hob is switched off the residual heat
indicator shows which of the heating zones still
remains hot. When the temperature drops below
60 ° C, the indicator goes out.

Timer: All ceramic hobs have a timer which
automatically ends cooking after a preset time.

Touch control
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