
Prod uct  fa mily    Cooktop

Insta l la t ion     Proud or flush mounted

Dimensions 15"

Pow er sup p ly    Electric

T y p e    Induction

EA N cod e   8017709344061

A esthet ics   Universal

Color Black

Finishing Glass

M a ter ia l     Glass

G la ss   Eclipse ceramic

G la ss ed g e     Straight edge

Control  se t t ing  ty p e        Touch control - Backlit white

Sl id er    Yes

Slid er    White

Controls  p osit ion    Front

Log o  Silkscreened

Silkscreen color   Gray

Cooking  zones  2

T ime-set t ing  op t ions       Automatic switch-off

Cooking  zones w ith Booster   2

No.  of F lex ib le  zones      2

M a in on/off sw itch    Yes

Pow er lev e ls    9

Cooking  zones  2

SIMU315D

Aesthetic

  

Program / Functions

Options
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M ult i-zone   Yes

Flex ib le  zone    MultiZone

M ult i-zone   Yes

Keep -w a rm a utoma t ic     
funct ion

Yes

G ri l l  funct ion      Yes

End  cooking  t imer    4

Pa use  op t ion     Yes

M inute  mind er    1

End -of-cooking  a coust ic   
a la rm 

Yes

Resid ua l t ime  ind ica tor       Yes

L imited  p ow er   
consump t ion op t ion   

Yes

L imited  Pow er  
Consump t ion M od e  in W    

2400 a 7400 - step 100 W

Show room mod e   Yes

Child  sa fe ty  lock     Yes

T w in-zone  op t ion      Yes

Quick sta rt  Yes

Quick lev e l  se lect ion      Yes

A utoma t ic  p a n d ia meter       
a d justment 

Yes

A utoma t ic  p ot  d etect ion         3.5" minimum

Perma nent  A utoma t ic    
Pot  Detect ion w ith  
ind ica t ion of the  re la t iv e       
control

Yes

A utoma t ic  sw itch-off in    
ca se  of ov er-hea t ing    

Yes

A utoma t ic  sw itch-off in    
ca se  of ov erflow  

Yes

Resid ua l hea t  ind ica tor       Yes

Protect ion from
a ccid enta l sta rt   

Yes

Nomina l p ow er    3700 W

Current 16 A

Volta g e   240 V

Volta g e  2  (V)     208 V

Elect r ic  ca b le  ty p e         Single phase

Freq uency  60 Hz

Pow er cord  leng th    47 1/4 "

T ermina l b ox    5 poles

Plug No

           

Technical Features

    
Front-center - Induction - Multizone - 2.10 kW - Booster 2.50 kW - Double booster 3000 kW - 22x18 cm

Rear-center - Induction - Multizone - 2.10 kW - Booster 2.50 kW - Double booster 3000 kW - 22x18 cm

38.5x23.0 cm

Multizone center - Booster 3700 kW

38.5x23.0 cm

Electrical Connection
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Compatible Accessories

SCRP

Induction and ceramic hobs and teppanyaki scraper
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Symbols glossary

Power booster: option allows the zone to work at
full power when very intense cooking is
necessary.

Child lock: some models are fitted with a device
to lock the programme/cycle so it cannot be
accidentally changed.

The slider control panel allows you to adjust the
power simply by passing your finger across the
touch device.

ECO-logic: option allows you to restrict the power
limit of the appliance real energy saving.

Keep warm function: Keep warm function keeps
the cooked food heated. In this mode the heating
zone operates at a minimum capacity for 120
minutes and then turns off automatically.

Overheat protection: The safety system that
automatically turns off the hob in case of
overheating of the control unit.

Induction: The work of these hobs is based on the
principle of electromagnetic induction. The heat is
generated directly in the bottom of the pan
during its contact with the hob.

Multizone: allows several pans to be used at
once, large or small, offering freedom of
placement and greater flexibility

Overfill protection: The special overfill protection
shuts down the stove in the presence of overflow
of liquids.

PAUSE_72dpi

Quick selection, with one touch cooking begins at
the highest level, then automatically reduces
after time. Ideal for dishes that require quick
boiling and then continued cooking without
constant control (eg beef broth).

Quick Start function: the chosen temperature is
reached faster. The heating element works at
maximum power until the right temperature is
reached.

Indication of residual heat: After the glass
ceramic hob is switched off the residual heat
indicator shows which of the heating zones still
remains hot. When the temperature drops below
60 ° C, the indicator goes out.

Time elapsed: shows how long the cooking zone
has been in use.

Timer: All ceramic hobs have a timer which
automatically ends cooking after a preset time.

TWIN_ZONE_72dpi

Permanent auto pot detection Grill function

Min diameter pot detection of 9 cm. Additional maximum power level for a better
energy consumption

Darkness becomes light Evolution Slider totally Back-lighted ghost effect
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