
Prod uktg rup pProd uktg rup p Diskmaskin

U nd erg rup pU nd erg rup p Raised Dishwasher

U nd erg rup pU nd erg rup p Underbänk Glassdisk

Ra dRa d Easyline

Korg  stor lekKorg  stor lek 500x500 mm

Sköljp umpSköljp ump HTR system

Diskp umpDiskp ump Standard

DiskkorgDiskkorg PB50D01

Best ikskorgBest ikskorg PHOOS02

Pla n korgPla n korg 1x PB50G02

Inkomma nd e v a ttenrörInkomma nd e v a ttenrör Ja - 2m

A v lop p srörA v lop p srör Ja - 2m

Potent ie l la  a nv ä nd a rePotent ie l la  a nv ä nd a re Barer / kaféer; Hotell;
Restauranger/pubar;
Livsmedelsdetaljhandel;
QSR

Prog ra mProg ra m 6 automatiska program; 1 helt anpassningsbart program;
Självrengöringsprogram

Prog ra ma lte rna t ivProg ra ma lte rna t iv Extra sköljning; Kretslopp för rent vatten

Prog ra msp ecifika t ionerProg ra msp ecifika t ioner 71°C / 60°C -1' 20"; 71°C / 60°C - 2' 10"; 85°C / 60°C -
60"; 85°C / 60°C - 1' 10"; 85°C / 60°C - 3'; 85°C / 60°C - 4'
10"; 85°C / 60°C - 1' 30"

M a x  korg / t immeM a x  korg / t imme 60

M a x  ta l lr ika r/ t immeM a x  ta l lr ika r/ t imme 1080

Disp la yDisp la y 8 siffror

A v /p å  ind ika torA v /p å  ind ika tor Ja

Prog ra mind ika torProg ra mind ika tor Ja

Ind ika tor  förInd ika tor  för
p rog ra mslutp rog ra mslut

Ja

SPF515SPF515

StandardtillbehörStandardtillbehör

DistributionDistribution

ProgramProgram

GränssnittGränssnitt
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T orkmed e l sa kna s a la rmT orkmed e l sa kna s a la rm Ja

Diskmed e l sa kna sDiskmed e l sa kna s
v a rningv a rning

Ja

M a nue ll  d ia g nosM a nue ll  d ia g nos Ja

T a nkT a nk Helt tryckt

Konstrukt ionKonstrukt ion Dubbelmantlad

M a ter ia l  p åM a ter ia l  p å
innerutry mmeinnerutry mme

Rostfritt stål AISI 403

Ba kre  p a ne lBa kre  p a ne l Galvaniserad

LuckaLucka Dubbel mantlad

Ba la nsera d  d örrBa la nsera d  d örr Ja

Öv re  d isksy stemÖv re  d isksy stem En disk- och en delad
sköljsprutarm, rostfritt stål

Ned re  d isksy stemNed re  d isksy stem En disk- och en delad
sköljsprutarm, rostfritt stål

T a nk fi l te rT a nk fi l te r Rostfritt stål

Dörrp a ckningDörrp a ckning På 3 sidor

Korg g e jd ersKorg g e jd ers Stansad

Filte rFi lte r 5-stegsfiltersystem

T a nkv oly mT a nkv oly m 11 l

G enomströmma re  v oly mG enomströmma re  v oly m 6,5 l

Sky d d skla ssSky d d skla ss IPX4

Justerb a ra  föt te rJusterb a ra  föt te r Ja

M a x  höjd  a v lop p ssla ngM a x  höjd  a v lop p ssla ng 1100 mm

A lterna t iv  för  d iskningA lte rna t iv  för  d iskning
a v  b lecka v  b leck

Ja

Ra cknummerRa cknummer 7 x GN 1/1 (530 x 325 mm)

T a nkv ä rmee lementetsT a nkv ä rmee lementets
effekte ffekt

2000 W

Pa nnv ä rmee lementetsPa nnv ä rmee lementets
effekte ffekt

6100 W

Diskp ump ens e ffektD iskp ump ens e ffekt 700 W

Sta nd a rd a nslutningSta nd a rd a nslutning 7300 W

Va ttenförb rukningVa ttenförb rukning 3,2 l

M instaM insta
v a ttency ke lförb rukningv a ttency ke lförb rukning

1,8 l

Inkomma nd e v a ttenInkomma nd e v a tten 8 °C

M a x  temp era turM a x  temp era tur
inkomma nd ev a tteninkomma nd ev a tten

60 °C

M a x  v a ttenhå rd hetM a x  v a ttenhå rd het 12°f - 7°dH

Inkomma nd e v a ttenInkomma nd e v a tten Kall 15°C

M ä ng d  d iskmed e lM ä ng d  d iskmed e l 1,5l/h

M ä ng d  torkmed e lM ä ng d  torkmed e l 0,4 l/h

Inma tning shöjdInma tning shöjd 400 mm

Djup  öp p en d örrD jup  öp p en d örr 1020 mm

M a x  d ia meterM a x  d ia meter 415 mm

Prod uktmå tt  B  x  D  x  HProd uktmå tt  B  x  D  x  H 600x600x1315 mm

El a nslutningEl a nslutning 400 V 3N~ / 12 A / 7,3 kW /
50 Hz

Elekt r isktElekt r iskt
a nslutning st i l lv a la nslutning st i l lv a l

230 V 3~ / 19 A / 7,3 kW /
50 Hz; 230 V 3~ / 19 A / 6,8
kW / 50 Hz ; 230 V~ / 15 A /
3,4 kW / 50 Hz ; 230 V~ /
17 A / 3.9 kW / 50 Hz; 230
V~ / 20 A / 4,5 kW / 50 Hz ;
230 V~ / 22 A / 5,0 kW / 50
Hz; 400 V 3N~ / 12 A / 6,8
kW / 50 Hz

A v lop p sp umpA v lop p sp ump Ja A utoma t isk sta rtA utoma t isk sta rt Ja, standard AV

Rä kna re  a nta l d iska rRä kna re  a nta l d iska r Ja

KonstruktionKonstruktion

Teknisk specifikationTeknisk specifikation

Elektrisk anslutningElektrisk anslutning

UtrustningarUtrustningar
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Perista lt iskPer ista lt isk
d iskmed e lsd oser ingd iskmed e lsd oser ing

Ja, elektronisk kontroll

Per ista lt iskPer ista lt isk
torkmed e lsd oser ingtorkmed e lsd oser ing

Ja, elektronisk kontroll

Kemg iv a reKemg iv a re Ja, tillbehör KITSONLIV

Vä rmep a nna nsVä rmep a nna ns
termosta tte rmosta t

Yes - default

T a nktermosta tT a nktermosta t Ja

M juksta rtM juksta rt Ja

Sta nd  b y -sy stemSta nd  b y -sy stem Ja

Brea k ta nkBrea k ta nk Ja

A utoma t iskt  d e lv is  b y teA utoma t iskt  d e lv is  b y te
a v  v a tten med  hjä lp  a va v  v a tten med  hjä lp  a v
en a v lop p sp umpen a v lop p sp ump

Ja

Inkomma nd e v a ttenrörInkomma nd e v a ttenrör
d ia meterd ia meter

16 mm

Dia meter  a v lop p srörD ia meter  a v lop p srör 21,5 mm

Sla ng  lä ng d  d iskmed e lS la ng  lä ng d  d iskmed e l
RödRöd

2,2m

Sla ng  lä ng d  torkmed e lS la ng  lä ng d  torkmed e l
B låBlå

2,2m
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Tillbehör ingår ejTillbehör ingår ej

KIT SONLIVKIT SONLIV

Nivåsond, kit

PB5 0 D0 1PB5 0 D0 1

Korg i polypropen för 18 tallrikar, 500
x 500

PB5 0 G 0 1PB5 0 G 0 1

Universell korg i polypropen 500 x 500

PHOOS0 1PHOOS0 1

Enkel bestickkorg i polypropen

PHOOS0 2PHOOS0 2

Bestickkorg i polypropen med 6 fack

W B5 0 G 0 1W B5 0 G 0 1

Universell trådkorg med platt botten
500 x 500

W B5 0 G 0 2W B5 0 G 0 2

Trådkorg för glas med lutande botten
500 x 500

W B5 0 G 0 3W B5 0 G 0 3

Trådkorg för glas med lutande botten
500 x 500

W B5 0 G 0 4W B5 0 G 0 4

Trådkorg för glas med lutande botten
500 x 500

W B5 0 T 0 2W B5 0 T 0 2

Trådkorg för 5 plåtar 600 x 500

W H0 0 S0 1W H0 0 S0 1

Trådkorg, insats för 12 små tallrikar
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Symbols glossarySymbols glossary

PASSAR FÖR GASTRONORM-BRICKOR HTR SKÖLJSYSTEM

MAX. ANVÄNDBAR HÖJD 400 mm 5-STEGSFILTER
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Benefit (TT)Benefit (TT)

Ba la nced  d oorBa la nced  d oor

Effortless opening and closing 

The counterbalanced door is designed to ensure smooth and effortless opening and closing, providing high user
convenience. Additionally, it can be locked in a halfway position, a particularly useful feature for promoting natural
drying at the end of the workday, enhancing overall hygiene and preventing the buildup of residual moisture.

5 -sta g e  sy stem5 -sta g e  sy stem

Deep cleaning and spotless washes with the patented filtration system 

The innovative Smeg filtration system consists of 5 stages to completely eliminate all impurities: the 1st stage
captures larger food residues; in the 2nd and 3rd stages, finer particles are captured at this filtration stage; the 4th
stage features a pre-filtration grid to prevent debris from entering the tank and clouding the water. Finally, the last
stage is designed to further protect the washing and draining pumps from any debris that may accidentally enter the
tank during filter cleaning.
The presence sensor filter alerts if the filtration system is out of position, ensuring safe washes every time.

HT R Sy stemHT R Sy stem

Consistent temperatures and pressures for uniform and effective dishwashing 

Thanks to the HTR system (High Temperature Rinse) and the presence of the atmospheric boiler combined with the
Thermostop, the cold inlet water does not enter the boiler during rinsing, ensuring a constant temperature of 85°C.
The HTR system keeps the water hot for deep sanitisation and quick drying, ensuring constant pressure for uniform
and effective cleaning.

M ould ed  ta nkM ould ed  ta nk

Superior washing performance and enhanced cleaning convenience with molded tub bottoms and basket guides 

Smeg dishwashers are designed with moulded tank and basket guides. The absence of sharp edges ensures an
optimised wash flow, guaranteeing hygiene and impeccable cleaning performance. Furthermore, this innovative
design simplifies machine cleaning, reducing the need for maintenance interventions.

Integ ra l d oub le  skinInteg ra l d oub le  skin

Thermal and acoustic insulation guaranteed 

The double wall is designed to optimise energy efficiency by reducing heat loss and accelerating water heating,
resulting in lower energy consumption and faster cycle start-up times. Additionally, it provides effective acoustic
insulation, helping to reduce noise and ensuring a quieter, more comfortable working environment for the staff.

Dra in p umpDra in p ump

Partial water replacement during the wash cycle for clean and hygienic dishes 

The standard drain pump, equipped with a partial water exchange system, ensures that the dirtiest water is
automatically removed at every wash cycle. This mechanism allows for continuous renewal of the water used,
ensuring that each phase of the washing process is carried out with clean water. The result is optimal dishwashing
performance, with outstanding efficiency and an impeccable level of hygiene.
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Soft-sta rt  sy stemSoft-sta rt  sy stem

Effective management of the washing pump to protect your glassware 

The Soft-Start function initiates the wash cycle gently and gradually, progressively increasing the water pressure.
This system has been designed to provide optimal protection for the most fragile items, such as crystal glasses,
significantly reducing the risk of chipping or damage. At the same time, it ensures excellent cleaning performance,
combining efficiency and safety in every wash cycle.

Ra ised  v ers ionRa ised  v ers ion

Easy and fast dishwasher loading and unloading operations 

The raised design facilitates loading and unloading dishes, making these tasks faster and more efficient. This results
in significant time savings, especially valuable in high-intensity work environments.
The space below the dishwasher can be used to store detergents, utensils, or other accessories, providing a practical
solution to optimise space usage, particularly in compact kitchens.
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