
Fa mil ie   Vaatwasser

Commercië le  b reed te     60 cm

Nishoog te  82 cm

Insta l la t ie     Volledig geïntegreerd

Deur p a nee l    Niet meegeleverd

A a nta l korv en     3, Flexi

M otor  Inverter 2.0

EA N-cod e   8017709337353

A a nta l p rog ra mma 's        7+1

W a stemp era tuur     50, 60 °C

W eken  Ja

Sne l -  Vol led ig  6 0 '        Ja

Sne l 5 0 °    Ja

Eco Ja

M ix

Z e lf re inig en     Ja

Intensie f 6 0 °    Ja

M ix  6 0 °     Ja

A uto 5 0 °-6 0 °      Ja

De la y  t imer op t ie       Tot 24 uur, i.c.m.
automatisch spoelen

Ex treme op t ion    Ja

Cry sta l  op t ion      Ja

Kleur  korv en  Grijs

Kleur  korfcomp onenten  Grijs

Ha nd g reep    Op onder- en bovenkorf

Bov enkorf  Met 1 opvouwbaar rek

In hoog te  v erste lb a re     
b ov enkorf 

On two levels (4 cm)

M a x imum a fmet ing en     
b ord  d a t  in b ov enste      
korf ka n w ord en  
g e la d en   

19,0 cm

Ond erkorf  2 inklapbare rekken

M a x imum a fmet ing en     
b ord  d a t  in ond erste     
korf ka n w ord en  
g e la d en   

31.0 cm
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Kleur b innenond erd e len     Blauw

Breed te  p rod uct     596 mm

Diep te  p rod uct      550 mm

T y p e  d isp la y        3 cijfers

Hoog te  p rod uct     818 mm

Bed iening  Elektronisch

Disp la y   Instelling Delay timer,
Programma duur indicator,
Resttijd indicatie

G ra fische  w eerg a v e      
p rog ra mma 's   

Symbolen

A a n/uit  ind ica tor      Ja

Z out  ind ica tor     Indicator (lampje)

G la nssp oe lmid d e l      
ind ica tor 

Indicator (lampje)

Ind ica tor  e ind e  cy clus        Op display, met akoestisch
signaal

W a ssy steem    Standaard

Derd e  sp roe ia rm      Enkel

W a terontka lker    Elektronisch instelbaar

A q ua test  sensor     Ja

Ov erst roomb ev e i l ig ing         Total Acquastop

W a tertoev oer    Enkel; koud en warm water
tot 60˚C - energiebesparing
tot 35%

M a x ima le   
w a terha rd he id    

90°fH; 50°dH

Droog sy steem   Natuurlijk condensor drogen
met Dry Assist +
automatische
deuropeningssysteem aan
het einde van de cyclus

Stoomb ev e i l ig ing       Van kunststof

M a ter ia a l kuip      Roestvrij staal

Fi lte r   Roestvrij staal

Verb org en 
v erw a rming se lement    

Ja

Scha rnie ren   Self balancing, Sliding,
FLEXIFIT

M in.  en ma x .  fronta a l      
p a nee lg ew icht    

2,5 - 10 kg

M in.  en ma x  p l inthoog te        40 - 175 mm

Verste lb a re  v oet jes       8 cm, from 820 to 900 mm

Ex tra  p a kking en      Ja

Ba ck cov er   Ja

Diep te  v a a tw a sser met      
op en d eur (mm) 

1230 mm

Voet jes a chterzi jd e   
v a na f d e  v oorka nt      
reg e lb a a r    

Ja

Energ ie-e ffic iënt iekla sse    
(w a scy clus)  

D

Energ y  consump t ion   
[p er 1 0 0  cy cles ,  b a sed        
on the  eco p rog ra mme]   

85 kWh

Nomina le  ca p a cite it  (p s)         14

W a ter v erb ruik (p er    
cy clus)

10,5 litres

Prog ra mma d uur     4:00 h:min

G e luid sniv ea u      46 dB(A) re 1 pW

A koest isch 
g e luid semissiekla sse   

C

Energ y  e ffic iency  Ind ex     
(EEI)

49,9

A a nsluitw a a rd e       1800 W

Stroom 10 A

T y p e  a a nsluit ing        Single-phase

Leng te  v oed ing ska b e l         140 cm

Stekker (F;E) Schuko

Technische specificaties

  

Performance / Energy Label - Reg. 2019

   

Elektrische aansluiting
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Sp a nning   220-240 V

Freq uent ie   50 Hz
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Symbols glossary

Aquatest meet de helderheid van het water
tijdens een automatisch programma en zorgt
automatisch voor een minimaal verbruik van
water en energie

Energy efficiency class D

82 cm high Vertragingstimer: De uitgestelde timer kan de
start van het programma tot 24 uur uitstellen.

Option which improves the washing results of the
selected programme. It increases the wash
temperature and duration.

The FlexiFit hinges allow the kitchen panel to
slide over the dishwasher door, allowing a
minimum kitchen plinth height of 5 cm.

Noise Level: Excellent insulation and special
devices keep noise to a minimum.

Eco: Eco, this economic wash programme uses a
low amount of water and energy in order to
provide the most environmentally friendly
cleaning option.

A quick programme suitable for washing a load
with fresh and light soil.

Quick wash cycle for normally soiled mixed loads
such as dishes and pans, even with dried-on
residues. Dishes are washed and dried in 60
minutes.

Dishwasher cleaning cycle. The cycle should be
started with the machine empty, without dishes.
It is recommended to run the program every 2-3
months, using special dishwasher detergents.

Wash cycle for normally soiled mixed loads such
as dishes and pans, even with dried-on residues.
When this program is selected, the dishwasher
recognises the type of dirt and automatically
adjusts the washing parameters as appropriate.

Soak programme: The soak programme provides
a rinse to prevent dirt from drying.

14 place settings: Number of place settings.

Total Acquastop: In addition to the partial
Acquastop protection present in all Smeg
dishwashers, some models have an electronic
device fitted to the water intake hose, which
monitors water levels in the machine, detects
leaks in the hose and switches off the water
supply immediately when necessary.

System WaterSave ensures the best washing
results with minimal water consumption
depending on the model of dishwasher.

This option provides special care for a delicate
load. It prevents rapid changes in the wash
temperature of the selected programme and
reduces it to 4

Programme suitable for washing and drying
heavily soiled items with encrusted residues.

Programme suitable for washing and drying
normally soiled items.

The work aimed at continuous improvement has
allowed the creation of the second generation of
the Inverter motor 2.0, characterised by greater
efficiency and durability over time, which allows
very high performance and a lower energy
consumption and noise level.
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