
Sink ma ter ia l     Composite

T y p e    Composite sink

No.  of b ow ls    2

EA N cod e   8017709213565

A esthet ic   Universale

Colour Black

Ser ies  Quadra

Build ing  in ty p e     Standard

Log o  Applied/on overflow

A lterna t iv e  colours     
a v a ila b le    

White, Cream, Beige,
Cemento / Concrete, EXTRA
White, EXTRA Black

T a p  hole  /  p recut  ta p       
hole

Prepared

Cha ra cter ist ics   
comp osite  ma ter ia l    

Antibacterial, Easy to clean,
Anti-scratch , Termal
schock resistant, High
temperatures resistant,
Impact resistant, UV
Resistant

Fra me d ep th (mm)    10

Ba se  unit  s ize     80 cm

T a p  hole    1

T a p  hole  d ia meter       35 mm

Div id ing  w a ll  w id th         34 mm

No. of c l ip s     4

T y p e  of c l ip s        Standard

VZ3434N

Aesthetics

Bow l
ty p e  RH  

Bow l d imensions, 
W x Dx H (mm)  

Bow l
d ep th 
(mm)

Ra d ius corner 
r ig ht  b ow l (mm)    

Ov erflow
LH b ow l 

Stra iner
p osit ion 

Stra iner
d imension

RH
Bowl

Minimum
radius

343 x 395 x 220 220 5
Wall

position
3.5"

LH
Bowl

Minimum
radius

343 x 395 x 220 220 5
Yes,

traditional
Side bowl 3.5"

Technical Features
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Dimensions of the
p rod uct  (mm)  

235x790x500 mm

Cutout  d imension 
top mount  (mm) 

770 X 480 mm

U nd ermount  cutout  
ra d ius 

10 mm

Heig ht  from kitchen top   10 mm

A ccessor ies for 
insta l la t ion   

Strainer, Savespace siphon
with dishwasher outlet
connection, Fixing clips

Accessories included
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Compatible Accessories

CB2 8 QU 

Single HPL chopping board for miminum
radius, oak, measures 280 x 418 H 12
mm

COL3 6

St/steel colander for MINIMUM radius
bowls, measures 370 x 410 x 30 mm

KIT DSQ

Soap dispenser chrome finishing with
square knob 40x40 mm

KIT FD0 5 0  

Waste disposal 0,5 HP, Motor: 1/2
horsepower, Fits all sinks with 3 1/2"
waste outlet

KIT FD0 7 5  

Waste disposal 0,75 HP, Motor: 1/2
horsepower, Fits all sinks with 3 1/2"
waste outlet

KIT FD1 0 0  

Waste disposal 1 HP, Motor: 1/2
horsepower, Fits all sinks with 3 1/2"
waste outlet
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Symbols glossary

Antibacterial Antiscratch

Cupboard width required for sink installation. Sink depth - depending on the model, the depth
can be from13 to 24,5.

Standard installation: Traditional installation in
tabletop, suitable for any kitchen sets.

Termal schock resistant

High temperatures resistant Impact resistant

Easy to clean UV protection, does not fade over time.
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