
Ficha producto según la REGULACIÓN DELEGADA (UE) N. 65/2014 DE LA COMISIÓN del 1 de octubre
2013 y la REGULACIÓN DELEGADA (UE) N. 66/2014 del 14 de enero 2014

Nombre o marca comercial del proveedor SMEG

Código producto KLT12L4WH

Annual Efficiency Consumption (AEChood) 90.9 kWh/a

Energy efficicency class B

Fluid Dynamic Efficiency (FDEhood) 27.1

Fluid Dynamic Efficiency class B

Lighting Efficiency (LEhood) 20.1 lux/W

Lighting Efficiency Class B

Grease Filtering Efficiency 62.7 %

Grease Filtering Efficiency Class E

Air Flow at mimimum speed 194 m³/h

Air flow at maximum speed 447 m³/h

Air flow at boost speed 591 m³/h

Airbourne acoustical A-weighted sound Power Emission at minimum speed 51 dBA

Airborne acoustical A-weighted sound Power Emission at maximum speed 66 dBA

Airbourne acoustical A-weighted sound power emission at boost speed 71 dBA

Power Consumption in Off mode 0 W

Consumo de energía en modo stand-by 0.49 W

Time increase factor 1.0

Energy efficiency index 63.0

Measured air flow rate at best efficiency point 339.3 m³/h

Measured air pressure at best efficiency point 632 Pa

Measured electric power input at best efficiency point 219.5 W

Normal Power of the light system 14.8 W

Average illumination of the light on the cooking surface (Emiddle) 298 lux

Sound power level at highest setting 66 dBA
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